## Nimitz Arrest Test Matrix

## Nimitz with ropes as arrest, tailhook up for ungrappling

Landing on full auto landing pilot, using tailhook action or cockpit lever (F/A-18E/F)

| F/A-18E/F 2018 | 1) Wire broke <br> 2) Worked <br> 3) Wire broke |
| :---: | :---: |
| F/A-18E/F 2020 | 1) Wire broke, over flightdeck (shift-ctrl-h for deploying, not cockpit lever) <br> 2) Worked <br> 3) Worked <br> 4) Did not catch wire, but internal script of F-18 braked |
| F/A-18E/F beta | 1) Worked <br> 2) Did not catch wire, but internal script of $F-18$ braked <br> 3) Did not catch wire, but internal script of $F-18$ braked <br> 4) Did not catch wire, but internal script of F-18 braked |
| Firewill F-14 | 1) Worked, wire released after stop <br> 2) Worked, wire released after stop, very low trap speed (70 $\mathrm{km} / \mathrm{h}$ ) <br> 3) Worked, wire released after stop, very low trap speed (55 $\mathrm{km} / \mathrm{h}$ ) |
| Firewill F-18 | 1) Worked, wire released after stop <br> 2) Worked, wire released after stop, very low trap speed (60 $\mathrm{km} / \mathrm{h}$ ) <br> 3) Worked, wire released after stop, very low trap speed ( 60 km/h) |
| SOG PF F-4 | 1) Worked, wire released after stop <br> 2) Worked, wire released after stop <br> 3) Did not catch wire, but internal script of F-4 braked |
| Uns Redux Dev A-4 | 1) Did not catch wire, but internal script of A-4 braked <br> 2) Did not catch wire, but internal script of A-4 braked <br> 3) Did not catch wire, but internal script of A-4 braked |
| Uns Redux Dev A-6 | 1) Worked, wire released after stop <br> 2) Worked, wire released after stop |


|  | 3) Worked |
| :---: | :---: |
| Uns Redux Dev A-7 | 1) Worked <br> 2) Worked, wire released after stop <br> 3) Worked |
| Uns Redux Dev E-2 | 1) Did not catch wire, but internal script of E-2 braked <br> 2) Did not catch wire, but internal script of E-2 braked <br> 3) Did not catch wire, but internal script of E-2 braked |
| Uns Redux Dev A-1 | Autoland broken, no USS Freedom config I guess |
| Uns Redux Dev OV-10 | Autoland broken, no USS Freedom config I guess |
| NightIntruder A-1 | 1) Worked, but tailhook went up when touched down before grappling wire <br> 2) Worked, as above <br> 3) Worked, as above |
| Sabre Mil Aviation C-2 | 1) Worked, but had to use ctrl-shift-h to deploy and retract hook <br> 2) Worked, as above <br> 3) Worked, as above |

